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Kyoritsu is by no means liable for any damage resulting from 
the instrument in contradiction to these cautionary notes.



●	KEW SNAP2033 is a CAT III-rated instrument. Do not make 
measurements under the circumstances exceeding the designed 
measurement category.

●	Never make measurement on a circuit above 300V AC or DC.
●	Do not attempt to make measurement in the presence of flammable 

gasses. Otherwise, the use of the instrument may cause sparking, 
which can lead to an explosion.

●	Never attempt to use the instrument if its surface or your hand is wet.
●	Do not exceed the maximum allowable input of any measurement range.
●	Never open the battery compartment cover when making measurement.
●	Verify proper operation on a known source before use or take action 

as a result of the indication of the instrument.



●	This instrument is not water-proof. Do not let the instrument 
get wet with water; otherwise it may cause malfunction.

●	If the instrument is wet, make sure to let it dry before putting 
it into storage.

●	Keep your hand and fingers behind the barrier during a 
measurement.

○ Measurement Category
O	 :	Circuits which are not directly connected to the mains 

power supply.







IEC 61326 (EMC)  
●	RoHS	 :	EN50581

3470V AC for 5 seconds between housing 
case and metal part of jaws

8008

Barrier is a part providing protection against electrical shock and ensuring 
the minimum required air and creepage distances.













● MODEL 8008 (For AC current measurement only)
Multi-Tran MODEL 8008 are designed to increase the measuring capability 
of a clamp meter. With the use of a Multi-Tran, you can not only extend 
current range over 300A, but also clamp on a large bus-
bar or conductor.

8008.

8008 100mm in diameter 0 〜 3000A AC
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